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Ductile Iron 
Grooved Fittings 
and Couplings
To Provide Safe & Reliable Products and Smart & Complete 

Solutions for Clients in Fluid Conveying Industry Across the Globe.

Electrical 
Power Fittings

To Provide Safe & Reliable Products and Smart & Complete 

Solutions for Clients in Fluid Conveying Industry Across the Globe.

Cast Bronze 
Fittings

To Provide Safe & Reliable Products and Smart & Complete 

Solutions for Clients in Fluid Conveying Industry Across the Globe.

Malleable Iron 
Pipe Clamps

To Provide Safe & Reliable Products and Smart & Complete 

Solutions for Clients in Fluid Conveying Industry Across the Globe.

Pipe Nipples

To Provide Safe & Reliable Products and Smart & Complete 

Solutions for Clients in Fluid Conveying Industry Across the Globe.

Ductile Iron Pipe Fittings

Cast Iron Pipe Fittings

To Provide Safe & Reliable Products and Smart & Complete 

Solutions for Clients in Fluid Conveying Industry Across the Globe.

Malleable Iron 
Pipe Fittings

To Provide Safe & Reliable Products and Smart & Complete 

Solutions for Clients in Fluid Conveying Industry Across the Globe.

Valves

To Provide Safe & Reliable Products and Smart & Complete 

Solutions for Clients in Fluid Conveying Industry Across the Globe.
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To Provide Safe & Reliable Products and Smart & Complete 

Solutions for Clients in Fluid Conveying Industry Across the Globe.
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More than 
60 years of 
Foundry 
Experience

Company 
Profile

Meide Group is a high-tech enterprise specialized 

in supplying fittings and valves in fluid industry. 

The company has won more than 400 great 

honors, such as Single Champion Demonstration 

Enterprise, Green Manufacturing Enterprise, 

China’s top 100 Light Industrial Enterprise, China’s 

Leading Enterprise of Malleable Iron Pipe Fitting 

Production Base, National Enterprise with Good 

Creditworthiness and China’s Famous Brand.

Inheriting the originality,  and striving for 

excellence. "MECH" brand products are widely 

used in Burj Khalifa, dubai, new WTC in New York,  

Shanghai Tower, UHV transmission lines and 

other landmark buildings and projects such as 

Beijing-Shanghai high-speed railway. Adhering 

to the customer-centered product development 

and innovation concept, to meet and guide the 

growing needs of users, to provide safe & reliable 

products and smart & complete solutions for 

clients in fluid industry across the globe, Meide 

Group has become the industry leader.

Using development innovation platform such 

as National Enterprise Technical Center and 

Post-Doctoral Research Center, Meide Group is 

promoting the transformation of technology 

innovation achievements into productive forces, 

has completed the transformation of production 

process from mechanization to automation 

and intelligence, management from experience 

to institutionalization and process, marketing 

is from selling products to offering solutions, 

steadily improve Meide Group's role in the global 

value chain.

Through the construction of three production 

bases, including Jinan, Linyi and Bangkok, Meide 

Group has formed a cross-regional, multi-base 

international development pattern. Meide Group 

never forgets the original intention, operates in 

compliance, keeps growing, insists on sharing 

development results with customers, employees, 

shareholders and the community, and strive to 

be a happy and respectable company.
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State of
the Art 
Equipment

Pattern

Core Making

Sand Mulling

Melting
Sinto FCMXTokyu AMF-111055

End Grinding Line

Assembling

Electrophoretic Coating

Threading, Air Pressure Test, and Anti-rust Treatment

Pouring

DISA

Warehouse

High precision equipment is quality assurance. 

Jinan Meide’s factories are all equipped with the 

most advanced facilities and equipment in the 

industry. The main production facilities include Sinto 

automatic molding line, Tokyu automatic molding 

line, Chinese 416 automatic vertical molding line, 

automatic molding sand mixers, cupola furnaces, 

electric furnaces, water-cooled longevous cupola 

furnaces, CNC vertical machining centers, CNC 

machines, NC vertical lathes, radial drills, Jinan 

Meide proprietary automatic machines, hot-dipped 

galvanization line, automatic box sealing line, 

stereoscopic warehouse and so on.
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Carbon Sulfur Analyzer Tensile Strength Testing Equipment

Roughness TesterCMM Projector

Sand Testing Instrument

The Length of The Test Instrument

Reliable 
Quality 
Assurance

Metallurgical Microscope

3D Printer

3D Scanner Spectrometer

Jinan Meide is honored as the National enterprise 

technical center and is capable and qualified to 

conduct full series of tests and inspections including 

chemical checking, etc.

Inspection facilities include: spectrometer, carbon 

sulfur analyzer, metallurgical microscope, tensile 

strength testing equipment, pressure testing 

equipment, adhesive force testing equipment, CMM, 

hardness tester, etc.

From incoming inspection to finished product, 

quality is checked and monitored in the whole 

process. Each step of the manufacturing process is 

carefully documented, regularly reviewed for revision 

control and updating standard. Quality procedures 

are constantly monitored and updated to assure 

that only the highest and most consistent quality 

products are supplied to our valued customers.
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Certificates

Check the validity of the Certificate by scanning the QR code at right. 
EUROCERT S.A. 89 Chlois & Lykovriseos str., 144 52, Metamorphosi – Greece 

T +30 210 62.52.495, +30 210 62.53.927, F +30 210 62.03.018, M eurocert@otenet.gr 
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This is to certify that, upon the relevant request of the applicant, EUROCERT as Third Party Authority has 
certified that the above manufacturer implements, operates and maintains a Quality Assurance System in 
accordance with the Pressure Equipment Directive 2014/68/EU (PED) Annex I, Paragraph 4.3 as Material 

Manufacturer for the scope of manufacture of Grooved Couplings and Fitt ings. 

Relevant products covered by this certificate are listed in ANNEX A to this certificate. 

The manufacturer is, therefore, authorized to issue certificates of specific product control within the scope of 
the assessed quality system and in accordance with the Pressure Equipment Directive 2014/68/EU and applied 

technical specifications. 

Possible additional requirements-specific to applied technical specifications to meet PED Annex I are not 
affected. 

The validity of this certificate is subject to a valid certification in accordance with ISO 9001:2015 with a related to 
production of materials for pressure equipment scope.  

This certificate remains valid only when the organization passes the annual surveillance audits. 

 
 
 
 
 
 

 

  

 

 

 

 

 

Certificate No. 
10.16.0572 

 
CERTIFICATE 

 
Jinan Meide Casting Co., Ltd. 

No.1 Meide Street, Rose Town, Pingyin County, Jinan 
City, Shandong Province, China   

 
 

 

On behalf of EUROCERT S.A, 

 
GEORGE N. SIFONIOS 

Director of Development  

Date of Issue 
23/ 12/2021 

   
Valid From  

23/ 12/2021 

The Certificate is valid until 
22/ 12/2022 
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USER
Typewriter
For Fire Fighting Segment : Propose 

300 psi rated FM approved / and Or UL Listed 

with Red Epoxy Finish .  BSPT /ISO 7 Series 















1MN
M-Flexible Coupling

1MG
M-Rigid Coupling

Nominal   
Size

mm/in

Pipe
O.D

mm/in

Max
Working 
Pressure
PSI/MPa

Max. End 
Load

kN/Lbs

Pipe End 
Separation

mm/in

Dimensions Bolt Size

A
mm/in

B
mm/in

C
mm/in

No.-Size
mm/in

350
14

355.6
14

350
2.41 239.2/53826 9.2-14

0.36-0.55
424.6
16.72

518
20.39

113
4.45 2-1X51/2

400
16

406.4
16

350
2.41 312.5/70303 9.2-14

0.36-0.55
479.4
18.87

576
22.68

113
4.45 2-1X51/2

450
18

457.2
18

350
2.41 395.5/88978 9.2-14

0.36-0.55
534

21.02
640
25.2

113
4.45 2-1X51/2

500
20

508
20

350
2.41 488.2/109849 9.2-14

0.36-0.55
589

23.19
712

28.03
113
4.45 2-11/8X51/2

600
24

609.6
24

350
2.41 703.0/158183 9.2-14

0.36-0.55
696.6
27.43

814
32.05

113
4.45 2-11/8X51/2

650
26

660.4
26

300
2.07 708.7/159454 10.98-14.02

0.43-0.55
747.4
29.43

864
34.02

131
5.16 4-1X51/2

Nominal   
Size

mm/in

Pipe
O.D

mm/in

Max
Working 
Pressure
PSI/MPa

Max. End 
Load

kN/Lbs

Pipe End 
Separation

mm/in

Dimensions Bolt Size

A
mm/in

B
mm/in

C
mm/in

No.-Size
mm/in

350
14

355.6
14

350
2.41 239.2/53826 8.2-13

0.32-0.51
424.6
16.72

518
20.39

114
4.49 2-1X51/2

400
16

406.4
16

350
2.41 312.5/70303 8.2-13

0.32-0.51
477.4
18.8

576
22.68

114
4.49 2-1X51/2

450
18

457.2
18

350
2.41 395.5/88978 8.2-13

0.32-0.51
529

20.83
640
25.2

114
4.49 2-1X51/2

500
20

508
20

350
2.41 488.2/109849 8.2-13

0.32-0.51
588

23.15
712

28.03
114
4.49 2-11/8X51/2

600
24

609.6
24

350
2.41 703.0/158183 8.2-13

0.32-0.51
691.6
27.23

814
32.05

114
4.49 2-11/8X51/2

650
26

660.4
26

300
2.07 708.7/159454 9.48-12.52

0.37-0.49
744.4
29.31

880
34.65

131
5.16 4-1X51/2
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3H
Standard 
Wrench Coupling

Nominal  
 Size

mm/in

Pipe  
O.D

mm/in

Max
Working 
Pressure
PSI/MPa

Max. End Load
kN/Lbs

Pipe End 
Separation

mm/in

Dimensions

A
mm/in

B
mm/in

C
mm/in

25
1

33.7
1.33 

300
2.07 1.8/415 0-1.6

0-006
76

2.99 
44

1.73 
101
3.98 

32
11/4

42.4
1.67 

300
2.07 2.9/657 0-1.6

0-006
87

3.43 
48

1.89 
133
5.24 

40
1½

48.3
1.90 

300
2.07 3.8/854 0-1.6

0-006
92

3.62 
48

1.89 
108
4.25 

50
2

60.3
2.37 

300
2.07 5.9/1329 0-1.6

0-006
102
4.02 

48
1.89 

121
4.76 

65
2½

73
2.87 

300
2.07 8.7/1948 0-1.6

0-006
121
4.76 

48
1.89 

149
5.87 

80
3

88.9
3.50 

300
2.07 12.8/2890 0-1.6

0-006
143
5.63 

45.5
1.79 

180
7.09 

100
4

114.3
4.50 

300
2.07 21.2/4777 0-3.2

0-0.13
175
6.89 

54
2.13 

197
7.76 

125
5

141.3
5.56 

300
2.07 32.4/7300 0-3.2

0-0.13
222
8.74 

54
2.13 

241
9.49 

150
6

168.3
6.63 

300
2.07 46/10356 0-3.2

0-0.13
251
9.88 

54
2.13 

276
10.87 

200
8

219.1
8.63 

300
2.07 78/17551 0-3.2

0-0.13
311

12.24 
64

2.52 
330

12.99 

H305
HDPE Coupling

H307
HDPE Transition Coupling

Nominal   
Size

mm/in

Pipe  
O.D

mm/in

Dimensions Bolt Size

A
mm/in

B
mm/in

C
mm/in

No.-Size
mm/in

50
2

60.3
2.375

86.5
3.406

133
5.24

116
4.567 4-1/2X65

80
3

88.9
3.5

118
4.65

165
6.5

116
4.567 4-1/2X75

100
4

114.3
4.5

148
5.827

202
7.953

146
5.75 4-1/2X75

150
6

168.3
6.625

203
7.99

273
10.75

149
5.87 4-5/8X85

200
8

219.1
8.625

263
10.35

333
13.11

152
5.98 4-5/8X85

250
10

273.0
10.75

321
12.65

399
15.709

165
6.496 4-3/4X120

300
12

323.9
12.75

372
14.656

452
17.795

185
7.28 4-3/4X120

Nominal   
Size

mm/in

Pipe  
O.D

mm/in

Dimensions Bolt Size

A
mm/in

B
mm/in

C
mm/in

No.-Size
mm/in

50
2

60.3
2.375

86.5
3.406

147
5.787

79
3.11 4-1/2X65

80
3

88.9
3.5

116
4.567

176
6.929

79
3.11 4-1/2X75

100
4

114.3
4.5

148
5.827

209
8.228

95
3.75 4-1/2X75

150
6

168.3
6.625

202
7.95

280
11.02

95
3.74 4-5/8X85

200
8

219.1
8.625

264
10.39

342
13.46

107.5
4.23 4-5/8X85

250
10

273.0
10.75

321
12.65

424
16.693

127
5 4-3/4X120

300
12

323.9
12.75

372
14.656

483
19.016

127
5 4-3/4X120

N20TH
Shoulder Welded Ring 
Pipe Clamp

Nominal
Size

mm/in

Pipe
O.D

mm/in

Max
Working 
Pressure
PSI/MPa

Max. End 
Load

KN/Lbs

Pipe End 
Separation

mm/in

Dimensions Bolt Size

A
mm/in

B
mm/in

C
mm/in

No.-Size
mm/in

50
2

60.3
2.375

580
4.00 11.4/2569 0-3

0-0.118
94

3.70
139.5
5.49

44.5
1.75 2-M12X70

80
3

88.9
3.500

580
4.00 24.8/5584 0-3

0-0.118
124
4.88

169
6.65

47
1.85 2-M12X70

100
4

114.3
4.500

580
4.00 42.0/9230 0-3

0-0.118
154
6.06

205
8.07

50.5
1.99 2-M12X70

150
6

165.1
6.500

435
3.00 64.2/14443 0-3

0-0.118
207
8.15

274
10.79

51.5
2.03 2-M16X85

200
8

219.1
8.625

435
3.00 113.1/25437 0-3

0-0.118
273

10.75
340

13.39
61

2.40 2-M16X95

Weld Rings
Nominal  

 Size
mm/in

Dimensions

E
mm/in

F
mm/in

G
mm/in

50
2

16
0.63

67
2.64

60.3
2.37

80
3

16
0.63

97
3.82

88.9
3.50

100
4

17.5
0.69

122
4.80

114.3
4.50

150
6

17.5
0.69

175
6.89

165.1
6.50

200
8

20.5
0.81

232
9.13

219.1
8.63

2524  












































































































